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UZIN. THE FLOOR BELONGS TO YOU.
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LUXURY VINYL TILES 
LOVE UZIN.
LVT installation systems by UZIN.
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PERFECT INSTALLATION  
SYSTEMS.

TRIED & TESTED. 
What makes our product range so special? We think in systems, not just individual 
products. Therefore you can carry out each step of the system quickly and easily,  
from subfloor preparation up to LVT installation. Our technical service team is also  
by your side and will always support you with all your questions and challenges. 
Whether you have a standard domestic job or a large special project, luxury vinyl tiles 
will love UZIN.

Luxury vinyl tiles can help create a stylish and stunning finish to a room without some of the extra 
requirements associated with other floor coverings such as wood. However, as with all types of floors, 
there are certain principles which should be considered when installing LVTs to ensure they stay 
perfect for as long as possible. The large number of joints that are present once an LVT floor has 
been installed do leave a lot of potential access points for cleaning and spillage water.  Thankfully all 
UZIN products within this brochure are suitable for wet cleaning.  Within this brochure UZIN has put 
together several tried and tested systems which luxury vinyl tiles will love.  Through the brochure we 
also provide helpful advice and tips to guarantee that your jobs run smoothly.

Our adhesives have been tested with thousands of different floor coverings. The UZIN recommended 
adhesive guide provides an comprehensive overview of our adhesive recommendations for floor cov-
erings available in the UK including many luxury vinyl tiles. For more information visit www.uzin.co.uk 
or scan the QR code above.

GULBENKIEN CAFÉ AT KENT UNIVERSITY,  
CANTERBURY, KENT, UNITED KINGDOM
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FOR PERFECT RESULTS, 
QUICKLY AND EASILY!

4

1. Concrete with high residual moisture  2. UZIN L3 Gold System Primer 
3. UZIN L3 Gold Moisture Control  4. UZIN KE 66  5. Luxury Vinyl Tiles

 UZIN KE 66
High Temperature Adhesive
For quick, easy and reliable LVT installations then UZIN KE 66 offers perfect results.  
As a wet-bed adhesive luxury vinyl tiles can also be laid in the quickest time possible. 
This high temperature adhesive is also fibre reinforced for increased reliability making  
it ideal for use in both commercial and residential environments. 

Applications: 
● �For luxury vinyl tiles, PVC and rubber 

flooring (up to 4.0 mm)
● �For use in commercial, retail and  

domestic environments
● �For use in areas with high temperatures*

Properties:
● Fibre-reinforced
● Highly shear resistant
● High temperature adhesive
● Excellent coverage
● Solvent-free

5

4
3

2
1

Art. No. 11722

Art. No. 64886

14 kg drum

6 kg drum

Technical Advice:
It is important to use high temperature adhesives in areas subject to direct sunlight  
such as conservatoires to provide a safeguard.

* Can be used as a high temperature adhesive in most areas. However if a floor covering is being installed in  
areas with extreme temperatures, for example, a south facing building with large windows which could magnify  
the temperature, UZIN KR 430 is recommended. If in doubt please consult our Technical Department.
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Please shorten text

IDEAL SUBFLOOR PREPARATION.
Subfloor preparation prior to installing luxury vinyl tiles couldn’t be quicker or easier when using UZIN. Selecting the UZIN L3 Gold range  
of products provides a variety of solutions. Whether a dry or damp subfloor or if the substrate has old adhesive residues, the UZIN L3 Gold 
range has a system to suit your requirements.

UZIN L3 Gold UZIN L3 Gold  
Moisture Control System

Ammonia and latex free ✔ ✔ *

For use on cement and concrete screeds ✔ ✔ *

For use over ceramic tiles, terrazzo and stone flooring ✔ –

For use under a DPM ✔ –

For use on most sound and well bonded waterproof  
adhesive residues such as bitumen

✔ –

For use without a primer in most cases ✔ –

For areas of high residual moisture up to 95 % RH – ✔ *

Recyclable packaging  ✔ ✔

* Must be used in conjunction with UZIN L3 Gold System Primer. Suitable for use up to 95% RH if the substrate is primed with two coats or one very heavy coat  
of UZIN L3 Gold System Primer. We would recommend two coats to guarantee sufficient primer is applied. Suitable up to 90% RH with one coat of UZIN L3 Gold System Primer.

 UZIN L3 Gold
Ammonia & Latex Free 
Smoothing Compound
UZIN L3 Gold is no ordinary bag & bottle smoothing 
compound as it provides superior performance. It 
can also be used over most sound and well bonded, 
waterproof adhesive residues, such as bitumen.

Applications:
● Suitable for use in sensitive environments
● The repair and renovation of uneven floors

Properties: 
● �Harder. High compressive strength of 25 N and  

flexural strength of 7 N makes it one of the stronger 
bag & bottle smoothing compounds on the market

● �Better. Recyclable packaging makes it better for the 
environment. 

● �Faster. Extremely rapid drying, LVTs can be in-
stalled within 2 hours! 

● �Stronger. Provides a more durable surface for LVTs 
compared to lower strength bag & bottle products

 UZIN L3 Gold
Moisture Control System
The rapid system for use in areas of high moisture. 
Prime, level and install in just 5 hours!

Applications:
● For use in areas of high moisture, up to 95 % RH
● �For use in sensitive environments, such as schools 

and hospitals

Properties: 
● �Extremely rapid system
● �Ammonia and latex free
● �Very low stress
● �Absorbent providing a good key for adhesives
● �Simple and easy to use

76

22 kg sack of PowderArt. No. 14013

5 kg cube of LiquidArt. No. 71800

5.1 kg cube of Moisture Control Liquid

5 kg cube of System Primer

22 kg sack of Powder

10 kg cube of System Primer

Art. No. 71796

Art. No. 71801 

Art. No. 14013

Art. No. 71802 

Technical Advice:
Floors in a commercial setting, which will receive heavy and regular footfall or wheeled traffic, will require a much higher final strength  
than those in a domestic location. The compressive strength of the smoothing compound should therefore be taken into consideration before  
installing the LVTs.  Almost every LVT manufacturer requires a minimum of 25 N/mm2 for domestic or light commercial, up to 30 N/mm2  
would be for medium commercial and up to 35 N/mm2 would be for heavy commercial.

„�UZIN L3 Gold provides great flexibility in 
its usage as well as providing a hard and 
durable surface for LVT installation.“
Stewart Plant, UZIN Technical Manager
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 UZIN KE 2000 S
Pressure Sensitive Adhesive
UZIN KE 2000 S has been proven to be extremely reliable over the last two  
decades. This pressure sensitive adhesive not only provides excellent adhesion for 
luxury vinyl tiles but also rubber and PVC. UZIN KE 2000 S has also been awarded  
with an EC1 Plus® certificate for very low VOC emissions and provides the highest 
standards for room air quality in interior spaces.

Applications: 
● �For homogeneous and heterogeneous 

PVC/CV floor coverings in sheets and tiles
● �For luxury vinyl tiles
● �For rubber flooring in sheets,  

e. g. noraplan® up to 4 mm
● �For wall coverings, e. g. PVC floor  

coverings in bathrooms
● �For all UZIN insulation and installation 

underlays

Properties:
● Great coverage
● Very long working time, up to 2 hours
● High early and final strength
● Solvent-free
● Short open time

9

Art. No. 6770

Art. No. 6771

Art. No. 64943

14 kg drum

6 kg drum

2 kg drum

THE CLASSIC CHOICE  
FOR OVER 20 YEARS.

1. Floorboards  2. UZIN PE 630  3. UZIN NC 175 or UZIN NC 148   
4. UZIN KE 2000 S  5. Luxury Vinyl Tiles
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Technical Advice:
When using pressure sensitive adhesives its best to install the luxury vinyl tiles  
when the adhesive is tacky enough to ensure they remain stable. 
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„�UZIN PE 630 enables wooden floorboards 
to be filled and primed in one go, saving 
you time and effort.“
Stewart Plant, UZIN Technical Manager

1110

 UZIN PE 630
Trowel Applied Primer

Save time and effort with UZIN PE 630, a cement based  
primer for use over floorboards. It acts as both a filler and 
primer which enables LVT installations to be completed 
quickly and easily. It also dries within 2 hours and  
accommodates movement in the floorboards or substrate.

Applications:
● For mineral-based levelling compounds
● On all wooden surfaces, e. g. floorboards
● On dense and smooth surfaces, e. g. ceramic tiles
● �On substrates with well-bonded, waterproof residues 

of adhesive
● On old floor coatings

Properties: 
● Fills, seals and smooths in one application
● Flexible when set
● High-speed construction product

 UZIN NC 175
Fibre-Reinforced Smoothing 
Compound with Level Plus Effect

With the Level Plus Effect, UZIN NC 175 provides 
excellent absorbency, surface appearance and extreme 
surface smoothness as well as exceptional coverage of 
approximately 6 m2 at 3 mm per bag. It is also fibre-rein-
forced so is ideal for use over floorboards and provides 
excellent reliability.

Applications:
● �For high-quality smoothing and levelling work prior to 

installation of LVTs and wood
● �On wooden subfloor constructions
● �On jointed subfloors with slight movements

Properties: 
● Enriched fibre reinforcement
● With ‘Level Plus Effect’ 
● Quick drying, set to foot traffic in 2 hours
● Can be pumped with good flow properties

16 kg drumArt. No. 36612

 UZIN NC 148
Fibre-Reinforced Smoothing  
Compound

UZIN NC 148 smoothing compound is enriched with 
reinforcement fibres to reduce the formation of cracks 
when used over floorboards.

Applications:
● �For use on old substrates with well-bonded and  

waterproof adhesive residues
● �Renovation and restoration of masonry floors and for all 

traditional substrates and screeds in new or old buildings
● �Use on wooden floors subject to light mechanical 

loads as well as slightly flexible surfaces containing 
joints

Properties:
● For thicknesses from 3 to 10 mm
● Can be pumped with good flow properties
● Very easy to apply
● Fibre-reinforced
● Absorbent

25 kg sackArt. No. 13143

25 kg sackArt. No. 13715

0736

Level Plus

Effect

Technical Advice:
A fibre-reinforced smoothing compound should be used over floorboards as they allow for slight movements and provide extra protection.
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FOR FAST REFURBISHMENTS 
AND EASY REMOVAL.

SIGAN ELEMENTS PLUS
High Performance Adhesive Tape
for Luxury Vinyl Tiles
With Sigan Elements Plus, luxury vinyl tiles can be installed extremely quickly, quietly  
and cleanly. This metal reinforced adhesive tape enables LVTs to be walked on and used 
immediately after installing. Then years later the LVTs can be removed without leaving 
any adhesive residues. It is therefore possible to renovate floors without causing unneces-
sary disturbances or closing businesses.

Applications:
● �Installation of luxury vinyl tiles  

and planks onto smoothing compounds, 
chipboard or metal

● �Suitable for any size area
● �Resistant to cleaning agents and spray 

extraction cleaning*
● �Suitable for underfloor heating*
● �Permits usage under high loads and  

traffic such as chair castors*

Properties:
● Dimensionally stabilising
● Quick and easy installation
● �Floor covering immediately ready for  

foot traffic and loading
● Future removal without residues
● Does not dry out or become brittle
● Solvent-free 

Art. No. 71280 1 roll 75 cm x 25 m & 1 roll 5 cm x 25 m

12

* The new floor covering and substrate must also be suitable

1. Floorboards  2. Floor grade ply wood  3. UZIN NC 888  4. Planus   
5. Sigan Elements Plus  6. Luxury Vinyl Tiles

6

5
4

2
3

1

Technical Advice:
Always prime the smoothing compound with Planus Primer before installing  
Sigan Elements Plus.

UZIN_GB_Folder_LVT_210x297mm_GB_2017-08.indd   12-13 01.08.17   13:31



 UZIN NC 888 S
Rapid Drying Feather Coat

UZIN NC 888 S is an extremely smooth and rapid setting 
feather coat which dries within 15 minutes. It provides 
excellent adhesion on a wide range of substrates and is 
delivered in robust foil packaging for durability. 

Applications:
● New or old cement levelling compounds
● �Existing substrates with well-bonded, waterproof  

residues of adhesives and levelling compounds
● Dry screed materials, chipboard and OSB boards
● All standard construction screeds, concrete etc.

Properties: 
● From a ”feather-edge” up to 4 mm thickness
● No primer required
● Extremely rapid drying within 15 minutes
● Produces a very smooth finish

 SIGAN ELEMENTS
High Performance Adhesive Tape for Rapid Refurbishments

New luxury vinyl tiles can now be installed onto existing floor coverings without having to remove the old covering. 

Applications:
● �Installation of luxury vinyl tiles onto existing smooth  

floor coverings
● �Resistant to cleaning agents and spray extraction cleaning*
● �Suitable for underfloor heating*
● �Permits usage under high loads and traffic such  

as chair castors*

Properties: 
● Dimensionally stabilising
● Quick and easy installation
● �Floor covering immediately ready for foot traffic and loading
● Future removal without residues
● Does not dry out or become brittle
● Solvent-free

4.5 kg foil bagArt. No. 54791

PLANUS
Special Primer for Sigan Elements Plus

Planus provides reliable adhesion of luxury vinyl tiles when 
used in conjunction with Sigan Elements Plus. It also  
guarantees that no adhesive residues are left behind when 
Sigan Element Plus is removed at a later date.  

Applications:
● �On absorbent surfaces such as concrete and  

calcium sulphate screeds
● �On prepared cement screeds, levelling compounds  

and chipboard and MDF
● �On non-absorbent surfaces such as aluminium  

(untreated), metal

Properties:
● Suitable for underfloor heating systems
● Can be re-coated without sanding down

10 kg canister

2.5 kg canister

Art. No. 37130

Art. No. 37681

1514

1 roll 75 cm x 25 m & 1 roll 5 cm x 25 mArt. No. 71279

* The new floor covering and substrate must also be suitable

„�Sigan Elements and Sigan Elements Plus 
provide a quick and easy solution  
for room refurbishments, whilst keeping 
disturbances to a minimum.“
Stewart Plant, UZIN Technical Manager

Technical Advice:
When cleaning LVTs some feather coats may reactivate if water penetrates the joints. 
However, UZIN NC 888 S feather coat will not reactivate because it has been specifically designed for maximum durability.
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